Parameter

Material #1%l: Aluminum 4544

Capacity #F%: 5kg-100kg

Rated Output #sEHit: 2mv/V

Non Linearity JEZ&E: £0.02%F.S.

Hysteresis #fi/5: 10.02%F.S.

Repeatability E&EM: 1-0.01%F.S.

Creep (30min) %45 20.02%F.S.

Zero Balance #fiffii: £ 1.00%F.S.

Tem.Effect on Zero % Rif% &% +0.02%F.S./10°C
Tem.Effect on Output % 5E i H iR & /2% £0.02%F.S./10°C

Outline Dimensions

MOISTURE PROOF SEAL

Application

Electronic Platform Scale & T & i1 & FF
400mm*400mm

Input Impendance ¥ ARH: 410150

Out Impendance #itiHFH: 350+3Q

Insulation Impendance #44% Fi[H: =5000MQ

Excitation Voltage fit#ff s J%: 10V (DC/AC)

Compensated Tem.Range #MZIR I -10°C~+50°C

Service Tem.Range fi i il -20°C~+60°C

Safe Overload Range ‘%41 #(:120%F.S.

Protection Class Bi#%54%: 1P67

Cable length H145K:J%: 3m

Wire Code ##k5: Red 4 (Ex+)  Black 22 (Ex-)
Green % (Sig+) White [H(Sig-)

Net Weight .l &E&: 0.6kg
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